
CLEAR INSUL SPRAY, 91625

MSDS Number
CDSYS

National Stock Number
8030-00N000349

Product Name
CLEAR INSUL SPRAY, 91625

Manufacturer
PREMIER INDUSTRIAL CORP

Product Identification
Product ID:CLEAR INSUL SPRAY, 91625
MSDS Date:05/20/1996
FSC:8030
NIIN:00N000349
MSDS Number: CDSYS

Responsible Party
PREMIER INDUSTRIAL CORP 

4500 EUCLID AVE

CLEVELAND , OH 44103 

US 

Emergency Phone: 216-391-8300

Info Phone: 216-391-8300

Cage: 18399

Contractor
PREMIER FARNELL CORPORATION 

CLEVELAND, OH 44103-3736 

US 

216-391-8300

Cage: 18399

Ingredients
PROPANE

CAS: 74-98-6

RTECS: TX2275000

Fraction By Weight: 10-15%

OSHA PEL1000 PPM

ACGIH TLV: ASPHYXIANT

BUTANE; (N-BUTANE)

CAS: 106-97-8

RTECS: EJ4200000

Fraction By Weight: 10-15%

OSHA PEL800 PPM

ACGIH TLV: 800 PPM
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BENZENE (SARA 313) (CERCLA)

CAS: 71-43-2

RTECS: CY1400000

Fraction By Weight: TRACE

OSHA PELN/K

ACGIH TLV: 10 PPM

EPA Report Quantity: 10 LBS

DOT Report Quantity: 10 LBS

ALKYD POLYMER; (MONOMER MODIFIED ALKYD POLYMER)

Fraction By Weight: 10-20%

OSHA PELN/K

ACGIH TLV: N/K

3.41 LBS/GAL; 409 G/L; GRAMS

RTECS: 9999999VO

OSHA PELN/K

ACGIH TLV: N/K

REPEATED & PROLONGED OVEREXPOSURE TO SOLVENTS MAY

RTECS: 9999999ZZ

VENTILATED AREAS. DO NOT BREATHE VAP OR

RTECS: 9999999ZZ

THOROUGHLY AFTER USING. DO NOT TAKE INTERNALLY. IN

RTECS: 9999999ZZ

DIRECTIONS ON PROD LABEL. ADDNL TECHNICAL DATA

RTECS: 9999999ZZ

PROFESSIONAL & INDUSTRIAL USE ONLY.

RTECS: 9999999ZZ

(ORAL, RAT) 4300 MG/KG

CAS: 1330-20-7

RTECS: ZE2100000

Fraction By Weight: 15-20%

OSHA PEL100 PPM

ACGIH TLV: 100 PPM; 150 STEL
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EPA Report Quantity: 1000 LBS

DOT Report Quantity: 1000 LBS

(ORAL, RAT) 636 MG/KG

CAS: 108-88-3

RTECS: XS5250000

Fraction By Weight: 5-10%

OSHA PEL200 PPM

ACGIH TLV: 50 PPM, S

EPA Report Quantity: 1000 LBS

DOT Report Quantity: 1000 LBS

(ORAL, RAT) 5800 MG/KG

CAS: 67-64-1

RTECS: AL3150000

Fraction By Weight: 15-20%

OSHA PEL1000 PPM

ACGIH TLV: 750 PPM; 1000 STEL

EPA Report Quantity: 5000 LBS

DOT Report Quantity: 5000 LBS

METHANE, DICHLORO-; (METHYLENE CHLORIDE) (SARA 313)

CAS: 75-09-2

RTECS: PA8050000

Fraction By Weight: 10-15%

OSHA PEL500 PPM

ACGIH TLV: 50 PPM

EPA Report Quantity: 1000 LBS

DOT Report Quantity: 1000 LBS

Hazards
LD50 LC50 Mixture:SEE INGREDIENTS
Routes of Entry: Inhalation:YES Skin:YES Ingestion:NO
Reports of Carcinogenicity:NTP:YES IARC:YES OSHA:NO
Health Hazards Acute and Chronic:CHLOROCARBON MATLS HAVE PRDCED SENSIT
OF THE MYOCARDIUM TO EPINEPHRINE IN LAB ANIMALS & COULD HAVE A
SIMILAR EFT IN HUMANS. ADRENOMIMETICS (EG, EPINEPHRINE) MAY BE
CONTRA-INDICATED EXCEPT FOR LIFE-SUS TAINING USES IN HUMANS
ACUTELY/CHRONICALLY EXPOS TO CHLOROCARBONS . TOLUENE APPEARS ON THE
NAVY (EFTS OF OVEREXP)
Explanation of Carcinogenicity:METHYLENE CHLORIDE: IARC MONOGRAPHS,
SUPP, VOL 7, PG 194, 1987:GROUP 2B. NT7 7TH ANNUAL RPT ON CARCINS,
1991: (SUPDAT)
Effects of Overexposure:HLTH HAZ: LISTING OF OCCUP CHEM REPRO HAZS.
SEEK CONSULTATION FROM APPROP HEALTH PROFESSIONALS CONCERNING
LATEST HAZ LIST INFO & SAFE HNDLG & EXPOS INFO . CAUSES EYE & SKIN
IRRIT. EXCESS INHAL O F VAPS MAY CAUSE RESP IRRIT, DIZZ, WEAK,
FATG, NAUS, HDCH & POSS UNCON, EVEN DEATH. MISUSE OR DELIB INHAL
MAY (SUPDAT)
Medical Cond Aggravated by Exposure:NONE SPECIFIED BY MANUFACTURER.
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First Aid
First Aid:EYES: IMMEDIATELY FLUSH WITH PLENTY OF WATER FOR AT LEAST 15
MINUTES AND CALL MD. SKIN: WASH THOROUGHLY WITH PLENTY OF WATER AND
SOAP. LAUNDER CONTAMINATED CLOTHING BEFORE REUSE. INHALATION: IF
AFFECT ED, REMOVE TO FRESH AIR, ADMINISTER OXYGEN AND CALL MD.
INGESTION: SEEK MD IMMEDIATELY, SHOW MDSD OR LABEL. INDUCE
VOMITING.

Fire Fighting
Flash Point:Lower Limits:1.0%
Upper Limits:12.8%
Extinguishing Media:CARBON DIOXIDE, DRY CHEMICAL OR FOAM.
Fire Fighting Procedures:WEAR NIOSH APPROVED PRESSURE DEMAND SCBA AND
FULL PROTECTIVE EQUIPMENT .
Unusual Fire/Explosion Hazard:THERMAL DECOMP PRODS MAY INCL HCL &
PHOSGENE . EXPOS TO FIRE, HEAT OR PRLNGD SUNLIGHT MAY CAUSE
BURSTING. IF USED IN CONFINED SPACES, HAZ VAPS (SUPDAT)

Accidental Release
Spill Release Procedures:REMOVE ALL SOURCES OF IGNITION. VENTILATE THE
AREA. WEAR SUITABLE PROTECTIVE CLOTHING, GLOVES AND EYE/FACE
PROTECTION. CLEAN UP WITH ABSORBENT MATERIAL. CONTAIN AND PICK UP
WASTE MATERIALS. PUT IN A S EALED APPROVED CONTAINER.
Neutralizing Agent:NONE SPECIFIED BY MANUFACTURER.

Handling
Handling and Storage Precautions:KEEP AWAY FROM HEAT, SPARKS, FLAME OR
SOURCES OF IGNITION. DO NOT PUNCTURE, INCINERATE, BURN OR STORE
CNTNRS ABOVE 120F(47C). USE ONLY IN WELL(ING 11)
Other Precautions:NO SMOKING IN AREA OF USE. DO NOT USE IN GENERAL
VICINITY OF ARC WELDING, OPEN FLAMES OR HOT SURFS. HEAT &/OR UV
RADIATION MAY CAUSE THE FORMATION OF HCL &/OR PHOSGENE . KEEP OUT
OF REACH OF CHI LDREN. ALWAYS READ & FOLLOW (ING 13)

Exposure Controls
Respiratory Protection:IF VENTILATION IS INADEQUATE, WEAR NIOSH
APPROVED RESPIRATORY EQUIPMENT.
Ventilation:LOCAL EXHAUST AND MECHICAL VENTILATION REQUIRED.
Protective Gloves:SOLVENT RESISTANT GLOVES.
Eye Protection:ANSI APPRVD CHEM WORKERS GOGGS .
Other Protective Equipment:ANSI APPROVED EYE WASH & DELUGE SHOWER .
Work Hygienic Practices:NONE SPECIFIED BY MANUFACTURER.
Supplemental Safety and Health
EXPLO HAZ: MAY SPREAD, BURN OR BUILD UP IN LOW AREAS. CNTCT W/FLAME OR
HOT SURFS MAY PRDCE TOX GASES. EXPLAN OF CARCIN:ANTIC TO BE CARCIN.
EFTS OF OVEREXP: BE HARMFUL/FATAL. PRLNGD & RPTD INHAL MAY BE
HARMFUL TO RESP SYS, LIVER, KIDNEYS, DIGESTIVE SYSTEM, HEART & CNS.
INGEST CAUSES NAUS, CRAMPS, VOMIT, DIARR. (ING 10)

Chemical Properties
Boiling Pt:B.P. Text:Vapor Density:HVR/AIR
Spec Gravity:0.78
Evaporation Rate & Reference:FASTER THAN ETHER
Appearance and Odor:AEROSOL COATING; STRONG SOLVENT ODOR.
Percent Volatiles by Volume:63

Stability
Stability Indicator/Materials to Avoid:YES
NO
Stability Condition to Avoid:NONE SPECIFIED BY MANUFACTURER.
Hazardous Decomposition Products:PHOSGENE . CARBON MONOXIDE, HCL,
CARBON DIOXIDE.

Disposal
Waste Disposal Methods:DISPOSE OF IN ACCORDANCE WITH FEDERAL, STATE AND
LOCAL REGULATIONS. DO NOT PUNCTURE, INCINERATE OR BURN CONTAINERS.
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Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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