
KAPTON POLYIMIDE FILM TYPE H & TYPE V

MSDS Number
BCCZZ

National Stock Number
6750-00K001514

Product Name
KAPTON POLYIMIDE FILM TYPE H & TYPE V

Manufacturer
E I DUPONT DE NEMOURS AND CO POLYMER PRODUCTS DIV

Product Identification
Product ID:KAPTON POLYIMIDE FILM TYPE H & TYPE V
MSDS Date:07/30/1986
FSC:6750
NIIN:00K001514
MSDS Number: BCCZZ

Responsible Party
E I DUPONT DE NEMOURS & CO,POLYMER PRODUCTS DIV 

WILMINGTON , DE 19898 

US 

Emergency Phone: (302)7742421

Info Phone: 800-441-3637

Cage: 0ERJ7

Contractor
E.I. DUPONT DE NEMOURS & CO 

WILMINGTON, DE 19898 

US 

800-441-7515;800-441-9442

Cage: 18873

Ingredients
DIMETHYL ACETAMIDE

CAS: 127-19-5

RTECS: AB7700000

Fraction By Weight: 

OSHA PELS, 10 PPM

ACGIH TLV: S, 10 PPM; 9192

AROMATIC POLYPROMELLITIMIDE(AROMATIC POLYIMIDE)

Fraction By Weight: >99%

Hazards
Routes of Entry: Inhalation:NO Skin:YES Ingestion:NO
Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO
Effects of Overexposure:SKIN-PROLONGED CONTACT MAY CAUSE IRRITATION IN
SOME PEOPLE.

First Aid

https://msdsreport.com/msds/BCCZZ







First Aid:SKIN-WASH W/SOAP & WATER;IN CASE OF IRRITATION,CONSULT
PHYSICIAN.

Fire Fighting
Flash Point:NONE
Extinguishing Media:CO*2, FOAM, DRY CHEM.
Fire Fighting Procedures:NONE REQUIRED
Unusual Fire/Explosion Hazard:NONE

Accidental Release
Spill Release Procedures:PICK UP TO PREVENT SLIPPING HAZARD.

Handling
Handling and Storage Precautions:STORE AWAY FM FLAM MATLS.
Other Precautions:NONE

Exposure Controls
Respiratory Protection:NOT REQD UNDER NORMAL PROCESSING.
Ventilation:LOCAL EXHAUST FOR OPERATIONS ABOVE 200C
Protective Gloves:YES WHEN POLYMER IS HOT
Eye Protection:SAFETY GLASSES
Other Protective Equipment:NONE
Supplemental Safety and Health
MSDS FROM MFR DATED:12/01/78.

Chemical Properties
HCC:N1
Spec Gravity:1.42
Solubility in Water:NEGLIGIBLE
Appearance and Odor:TRANSPARENT AMBER COLORED-NO ODOR.

Stability
Stability Indicator/Materials to Avoid:YES
NONE KNOWN
Stability Condition to Avoid:NONE
Hazardous Decomposition Products:NONE UNDER NORMAL CONDITIONS. AT TEMPS
ABOVE 400C PYROLYSIS PRODUCTS ARE TOXIC & RESPIRATION SHOULD BE
AVOIDED.

Disposal
Waste Disposal Methods:LANDFILL OR INCINERATION IAW FED,STATE & LOCAL
REGS.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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