
T-3658,THINNER,PAINT

MSDS Number
BCDGQ

National Stock Number
8010-00K001604

Product Name
T-3658,THINNER,PAINT

Manufacturer
E I DUPONT DE NEMOURS AND CO INC

Product Identification
Product ID:T-3658,THINNER,PAINT
MSDS Date:01/01/1985
FSC:8010
NIIN:00K001604
MSDS Number: BCDGQ

Responsible Party
E.I. DUPONT DE NEMOURS & CO., INC. 

1007 MARKET STREET

WILMINGTON , DE 19899 

US 

Emergency Phone: 800-441-7515

Info Phone: 800-441-7515

Cage: 19898

Contractor
E.I. DUPONT DE NEMOURS & CO., INC. 

1635

WILMINGTON, DE 19898 

US 

800-441-7515;800-441-9442

Cage: 19898

Ingredients
ACETONE (SARA III)

CAS: 67-64-1

RTECS: AL3150000

Fraction By Weight: 29%

OSHA PEL1000PPM

ACGIH TLV: 750PPM/1000STEL;9293

EPA Report Quantity: 5000 LBS

DOT Report Quantity: 5000 LBS

ALIPHATIC PETROLEUM DISTILLATE

Fraction By Weight: 11%

ACGIH TLV: 500 PPM
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BUTYL ALCOHOL,CAS#71-36-3

Fraction By Weight: 3%

ACGIH TLV: (C)

2-ETHOXYETHYL ACETATE (CELLOSOLVE ACETATE) (EGEEA)

CAS: 111-15-9

RTECS: KK8225000

Fraction By Weight: 15%

OSHA PELS,100 PPM

ACGIH TLV: S, 5 PPM; 9192

TOLUENE (SARA III)

CAS: 108-88-3

RTECS: XS5250000

Fraction By Weight: 11%

OSHA PEL200 PPM/150 STEL

ACGIH TLV: 50 PPM; 9293

EPA Report Quantity: 1000 LBS

DOT Report Quantity: 1000 LBS

Hazards
Effects of Overexposure:HEADACHE,NAUS,IMPAIRMENT OF REACTION TIME AND
COORDINATION.

First Aid
First Aid:SKIN:WASH WITH SOAP AND WATER. EYES: FLUSH WITH WATER.
INHALED: REMOVE TO FRESH AIR. REMOVE CONTAMINATED CLOTHING.

Fire Fighting
Flash Point:Lower Limits:1.1
Upper Limits:18.0
Extinguishing Media:CO*2, FOAM, DRY CHEM.
Fire Fighting Procedures:WEAR SELF-CNTND BRTHG APP
Unusual Fire/Explosion Hazard:EXTREMELY FLAMMABLE CONTAINER MAY
EXPLODE.VAPOR IS EXPLOS HAZARD.VAPOR MAY SPREAD AWAY FROM SPILL.

Accidental Release
Spill Release Procedures:ELIMINATE IGNITION SOURCES.

Handling
Handling and Storage Precautions:PROTECT AGAINST PHYSICAL DAMAGE.KEEP
CONT CLOSED. AVOID FIRE HAZARDS. CONTR HAZARDOUS WHEN
EMPTY(RETAIN,PRODUCT RESIDUE). OBSERVE HAZARD PRECAUTIONS.
Other Precautions:WASH THOROUGHLY AFTER HANDLING AND BEFORE EATING OR
SMOKING.OBSERVE LABEL PRECAUTIONS.

Exposure Controls
Respiratory Protection:ADEQUATE VENTILATION;IN CONFINED AREAS,WEAR BUR.
OF MINES RESPIRATOR
Ventilation:AND LEL.
Protective Gloves:IMPERVIOUS
Eye Protection:CHEM SPLASH GOGGLES
Other Protective Equipment:USE APPROPRIATE INDUSTRIAL HYGIENE
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PRACTICES.
Supplemental Safety and Health
NIOSH 6:ZE2100000,XYLENE,CAS# 1330-20-7,29%,TLV-100 PPM.BP
RANGE:55-172C.VAP PRESS/VAP DENSITY FOR PRIMARY SOLVENT.EXP LOSR
LIMITS APPROX.

Chemical Properties
HCC:F3
Boiling Pt:B.P. Text:131-347F
Vapor Pres:4.7
Vapor Density:1.37
Spec Gravity:0.822
Evaporation Rate & Reference:>1(ETHER=1)
Solubility in Water:APPRECIABLE
Appearance and Odor:THIN CLEAR LIQUID,TYPICAL SOLVENT ODOR.
Percent Volatiles by Volume:100

Stability
ACCORDING TO MFR,NONE REASONABLY FORESEEN.
Stability Condition to Avoid:HEAT, IGNITION SOURCES
Hazardous Decomposition Products:SMOKE.

Disposal
Waste Disposal Methods:INCINERATE ABSORBED MATERIAL.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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