
828 PROTECTIVE COATING

MSDS Number
BGJNV

National Stock Number
3439-01-057-7731

Product Name
828 PROTECTIVE COATING

Manufacturer
ALPHA METALS

Product Identification
Product ID:828 PROTECTIVE COATING
MSDS Date:01/01/1987
FSC:3439
NIIN:01-057-7731
MSDS Number: BGJNV

Responsible Party
ALPHA METALS 

600 ROUTE 440

JERSEY CITY , NJ 07304 

US 

Emergency Phone: 201-434-6778

Info Phone: 201-434-6778

Cage: 96613

Contractor
FRYS METALS INC (FORMER ALPHA METALS) 

JERSEY CITY, NJ 07304 

US 

201-434-6778

Cage: 96613

Ingredients
SOPROPYL ACETATE,CAS#108-21-4,50-75%

ACGIH TLV: 250PPM(MFR)

METHYL ALCOHOL (METHANOL) (SARA III)

CAS: 67-56-1

RTECS: PC1400000

OSHA PELS,200PPM/250STEL

ACGIH TLV: S,200PPM/250STEL; 93

EPA Report Quantity: 5000 LBS

DOT Report Quantity: 5000 LBS

TOLUENE (SARA III)

CAS: 108-88-3

https://msdsreport.com/msds/BGJNV







RTECS: XS5250000

OSHA PEL200 PPM/150 STEL

ACGIH TLV: 50 PPM; 9293

EPA Report Quantity: 1000 LBS

DOT Report Quantity: 1000 LBS

Hazards
Effects of Overexposure:EYE:SEVERE IRR,TEAR,BLUR
VIS;SKIN:IRR,DEFAT,DERMAT;INH:NASAL IRR,DIZZ,NAUSEA,HEAD,-SEE
SUPPL.DATA-

First Aid
First Aid:REMOVE TO FRESH AIR. GIVE CPR/OXYGEN IF NEED. SKIN:WASH WITH
SOAP & WATER. EYES:FLUSH WITH WATER 15 MIN. KEEP WARM AND QUIET.
ING:SEEK MED.ATTN. IMMEDIATELY.

Fire Fighting
Flash Point:34F,1C,TCC
Lower Limits:1.3
Upper Limits:36.0
Extinguishing Media:CO*2,DRY CHEM.
Fire Fighting Procedures:WEAR SELF-CNTND BRTHG APP
Unusual Fire/Explosion Hazard:FLASHBACK ALONG VAPOR TRAIL MAY OCCUR;
VAP MAY EXPL. IF IGNITED IN AN ENCLOSED AREA.NO WELD NEAR CON

Accidental Release
Spill Release Procedures:ELIMINATE IGNITION SOURCES. STOP LEAK.
EVACUATE AREA.DO NOT TOUCH SPILLAGE. SM SPILL:ABSORB W. INERT
ABSORBENT. PLACE IN CLOSED CONTAINER. FLUSH AREA W. WATER. LG
SPILL: DIKE AHEAD FOR LATER DISPOSAL. NOTIFY AUTHORITIES.

Handling
Handling and Storage Precautions:STORE IN COOL,DRY WELL VENTED LOW FIRE
RISK AREA. PROTECT FROM HEAT,SHOCK,FRICTION. KEEP CONTAINERS
CLOSED.
Other Precautions:FOLLOW ALL LABEL HAZ.PRECAUTIONS EVEN WHEN CONT IS
EMPTY.

Exposure Controls
Respiratory Protection:NIOSH/MSHA APPVD RESP.FOR ORG.VAP IF TLV IS
EXCEEDED.
Ventilation:PROVIDE MECHAN(GEN/LOCAL EXHAUST)VENT TO MAINTN Protective Gloves:RUBBER/NEOPRENE
Eye Protection:CHEM SPLASH GOGGLES
Other Protective Equipment:SAFETY SHOWER & EYE BATH
Supplemental Safety and Health
MSDS DATED 07-21-86/OVEREXPOSURE,CONTD,INH:UNCONSC,ASPHYX;ING:GI
IRR,NAUSEA,VOMIT,DIARR,BLIND,DEATH/

Chemical Properties
HCC:F2
Boiling Pt:B.P. Text:158F,70C
Vapor Pres:50
Vapor Density:2
Spec Gravity:0.891
Evaporation Rate & Reference:5(BU AC=1)
Solubility in Water:SLIGHT
Appearance and Odor:CLEAR,AMBER LIQUID,CHARACTERISTIC ODOR
Percent Volatiles by Volume:80

Stability
Stability Indicator/Materials to Avoid:YES
STRONG OXIDIZING AGENTS.
Stability Condition to Avoid:HEAT,SPARKS,OPEN FLAME
Hazardous Decomposition Products:INCOMPLETELY BURNED CARBON PRODUCTS,
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CO*2, CO.

Disposal
Waste Disposal Methods:INCINERATE IN APPROVED INCINERATOR OR DISPOSE OF
IN APPROVED CHEMICAL DUMP IN ACCORDANCE WITH LOCAL,STATE & FEDERAL
REGULATIONS.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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