
SPS 5300;SELECTRON COPPER ALKALINE SOLUTION

MSDS Number
BGJXL

National Stock Number
6850-01-064-1685

Product Name
SPS 5300;SELECTRON COPPER ALKALINE SOLUTION

Manufacturer
SELECTRONS LTD

Product Identification
Product ID:SPS 5300;SELECTRON COPPER ALKALINE SOLUTION
MSDS Date:02/28/1990
FSC:6850
NIIN:01-064-1685
MSDS Number: BGJXL

Responsible Party
SELECTRONS LTD 

137 MATTATUCK HEIGHTS ROAD

WATERBURY , CT 06725-0115 

US 

Emergency Phone: 203-755-9900

Info Phone: 203-755-9900

Cage: 13929

Contractor
SELECTRONS LTD 

115

WATERBURY, CT 06725-0115 

US 

203-755-9900

Cage: 13929

Ingredients
CUPRIC SULFATE (SARA III)

CAS: 7758-98-7

RTECS: GL8800000

Fraction By Weight: 

OSHA PEL1 MG CU/M3

ACGIH TLV: 1 MG/M3

EPA Report Quantity: 10 LBS

DOT Report Quantity: 10 LBS

ETHYLENEDIAMINE (SARA III)

CAS: 107-15-3

RTECS: KH8575000
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Fraction By Weight: 

OSHA PEL10 PPM

ACGIH TLV: S, 10 PPM; 9192

EPA Report Quantity: 5000 LBS

DOT Report Quantity: 5000 LBS

WATER

CAS: 7732-18-5

RTECS: ZC0110000

Fraction By Weight: 

Hazards
Routes of Entry: Inhalation:YES Skin:YES Ingestion:YES
Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO
Health Hazards Acute and Chronic:ACUTE: INGESTION:BURNING OF MUCOUS
MEMBRANES, SKIN:PENETRATING BURNS. MAY CAUSE SENSITIZATION WITH
DERMATITIS. INHALATION:IRRITATING TO RESPIRATORY TRACT.
Effects of Overexposure:EYES/SKIN:POSSIBLE IRRITATION.CAN CAUSE AN
ALLERGIC REACTION.
Medical Cond Aggravated by Exposure:PERSONS WITH A HISTORY OF AILMENTS
OR WITH PRE-EXISTING DISEASE INVOLVING THE EYES, SKIN, KIDNEYS,
LIVER, ALLERGIES, OR SENSITIZATION TO NICKEL OR ITS COMPOUNDS MAY
BE AT INCREASED RISK FROM EXPOSURE.

First Aid
First Aid:INHALATION: REMOVE TO FRESH AIR. IF NOT BREATHING GIVE CPR.
GET MEDICAL ATTENTION. EYE: IMMEDIATELY FLUSH EYES WITH PLENTY OF
WATER FOR 15 MINUTES. GET IMMEDIATE MEDICAL ATTENTION. SKIN:
IMMEDIATELY W ASH WITH PLENTY OF SOAP & WATER. REMOVECONTAMINATED
CLOTHING/SHOES. INGESTION: DO NOT INDUCE VOMITING. GIVE NOTHING BY
MOUTH IF UNCONSCIOUS. GIVE PLENTY OF WATER TO DRINK. GET MEDICAL
ATTENTION.

Fire Fighting
Flash Point:NONE
Extinguishing Media:EXTINQUISH W. AGENT SUITABLE FOR SURROUNDING FIRE.
Fire Fighting Procedures:WEAR FIRE FIGHTING PROTECTIVE EQUIPMENT AND A
FULL FACED SELF CONTAINED BREATHING APPARATUS. COOL FIRE EXPOSED
CONTAINERS WITH WATER SPRAY. CONTAIN RUNOFF.
Unusual Fire/Explosion Hazard:COMBUSTION OR HEAT OF FIRE MAY PRODUCE
HAZARDOUS DECOMPOSITION PRODUCTS AND VAPORS. (AMINES,CO AND
AMMONIA)

Accidental Release
Spill Release Procedures:WEAR PROTECTV CLOTHING & IMPERVIOUS
GLOVES.ABSROB SPILLS W/INERT MATERIAL & TAKE TO TREATMENT AREA FOR
DISPOSAL.DO NOT FLUSH TO ANY SEWER OR DRAIN;LG SPILL:DIKE AHEAD FOR
LATER DISPOSAL.NOTIFY AUTHORI TIES.
Neutralizing Agent:SODA ASH

Handling
Handling and Storage Precautions:STORE IN A COOL, WELL VENTILATED AREA.
KEEP CONTAINERS TIGHTLY CLOSED AND UPRIGHT WHEN NOT IN USE. PROTECT
CONTAINERS FROM PHYSICAL DAMAGE.
Other Precautions:DO NOT GET IN EYES, ON SKIN, OR ON CLOTHING. DO NOT
BREATHE VAPOR, MIST OR GAS. USE WITH ADEQUATE VENTILATION. WASH
THOROUGHLY AFTER HANDLING.

Exposure Controls
Respiratory Protection:USE NIOSH/MSHA APPROVED RESPIRATORS AS PER
CURRENT 29 CFR 1910.134, INSTRUCTIONS/WARNINGS AND NIOSH-RESPIRATOR
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DECISION LOGIC-PUBLICATION NUMBER 87.108.
Ventilation:LOCAL EXHAUST VENTILATION IS REQUIRED.
Protective Gloves:NEOPRENE, NITRILE, OR VINYL RUBBER
Eye Protection:SAFETY CHEMICAL GOGGLES & FACE SHIELD
Other Protective Equipment:EYE WASH STATION AND SAFETY SHOWER.
IMPERVIOUS BOOTS, APRON, AND PROTECTIVE CLOTHING AS REQUIRED BY JOB
CONDITIONS.
Work Hygienic Practices:OBSERVE GOOD PERSONAL HYGIENE PRACTICES AND
RECOMMENDED PROCEDURES. DO NOT WEAR CONTAMINATED CLOTHING OR
FOOTWEAR.
Supplemental Safety and Health
DO NOT GET ON SKIN, IN EYES OR ON CLOTHING. DO NOT BREATHE VAPORS OR
MISTS. WASH THOROUGHLY AFTER HANDLING.

Chemical Properties
HCC:N1
Boiling Pt:B.P. Text:212F,100C
Spec Gravity:1.145
pH:10.0
Solubility in Water:COMPLETE
Appearance and Odor:PURPLE COLORED SOLUTION-AMMONICAL ODOR

Stability
Stability Indicator/Materials to Avoid:YES
STRONG MINERAL ACIDS,OXIDIZERS AND CHLORINATED COMPOUNDS.
Stability Condition to Avoid:EXTREMELY HIGH TEMPERATURES
Hazardous Decomposition Products:CARBON MONOXIDE,OXIDES OF NITROGEN AND
AMMONIA.

Disposal
Waste Disposal Methods:SEND TO APPROVED TREATMENT/DISPOSAL FACILITY.
DISPOSAL SHOULD BE MADE IN ACCORDANCE WITH ALL APPLICABLE FEDERAL,
STATE AND LOCAL LAWS AND REGULATIONS.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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