
SUPER HI-MUL REFACTORY BONDING MORTARS

MSDS Number
BKCDS

National Stock Number
9350-00-274-3841

Product Name
SUPER HI-MUL REFACTORY BONDING MORTARS

Manufacturer
THURSTON C E AND SONS INC

Product Identification
Product ID:SUPER HI-MUL REFACTORY BONDING MORTARS
MSDS Date:01/01/1987
FSC:9350
NIIN:00-274-3841
MSDS Number: BKCDS

Responsible Party
THURSTON C E AND SONS INC 

2605 COFER RAOD

RICHMOND , VA 23207 

US 

Info Phone: 804-231-4436

Cage: 7A143

Contractor
THURSTON C E AND SONS INC 

24717

RICHMOND, VA 23224 

US 

804-231-4436

Cage: 7A143

Ingredients
ALPHA-ALUMINA (ALUMINUM OXIDE) (EPA LISTS ONLY FIBROUS

CAS: 1344-28-1

RTECS: BD1200000

Fraction By Weight: 50.2% %

OSHA PEL15 MG/M3 TDUST

ACGIH TLV: 10 MG/M3 TDUST; 9293

SILICA, CRYSTALLINE - QUARTZ

CAS: 14808-60-7

RTECS: VV7330000

Fraction By Weight: 44.9% %

OSHA PELSEE TABLE Z3

ACGIH TLV: 0.1 MG/M3 RDUST;9293
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IRON OXIDE

CAS: 1309-37-1

RTECS: NO7400000

Fraction By Weight: 0.6%

OSHA PEL10 MG/M3 (FE)

ACGIH TLV: 5 MG/M3(FE),B2; 9293

TITANIUM DIOXIDE

CAS: 13463-67-7

RTECS: XR2275000

Fraction By Weight: 1.4% %

OSHA PEL15 MG/M3 TDUST

ACGIH TLV: 10 MG/M3 TDUST; 9293

SODIUM SILICATE

CAS: 1344-09-8

Fraction By Weight: 2.3% %

Hazards
Routes of Entry: Inhalation:YES Skin:YES Ingestion:YES
Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO
Health Hazards Acute and Chronic:DRY SKIN, SKIN IRRITATION, SKIN BURNS
AND ALLERGIC DERMATITIS IN HYPER SENSITIVE INDIVIDUALS. EYE
IRRITATION, EYE ABRASION WHEN RUBBED. IRRITATION OR INFLAMMATION TO
LININGS OF UPPER RESPIRATORY TRACT . CHRONIC EXPOSURE OVER A PERIOD
OF YEARS MAY LEAD TO SILICOSIS. PHYSICAL INJURY DUE TO STEAM
SPALLING.
Explanation of Carcinogenicity:NONE OF THE CHEMICALS IN THIS PRODUCT IS
LISTED BY IARC, NTP OR OSHA AS A CARCINOGEN PER MANUFACTURER.
Effects of Overexposure:DRY SKIN, SKIN IRRITATION, SKIN BURNS, EYE
IRRITATION, RESPIRATORY TRACT IRRITATION.
Medical Cond Aggravated by Exposure:PERSONS WITH A HISTORY OF SKIN AND
RESPIRATORY DISORDERS MAY BE AT INCREASED RISK FROM EXPOSURE.

First Aid
First Aid:EYE: IMMEDIATELY FLUSH WITH PLENTY OF WATER FOR 15 MINUTES.
DO NOT RUB EYES! GET MEDICAL ATTENTION. SKIN: WASH WITH SOAP AND
WATER. INHALATION: REMOVE TO FRESH AIR.

Fire Fighting
Flash Point:NONFLAMMABLE
Lower Limits:NONFLAMMABLE
Upper Limits:NONFLAMMABLE
Extinguishing Media:NONFLAMMABLE. USE MEDIA SUITABLE FOR SURROUNDING
FIRE.
Fire Fighting Procedures:NONFLAMMABLE. USE PROCEDURES SUITABLE FOR
SURROUNDING FIRE.
Unusual Fire/Explosion Hazard:NONE SPECIFIED BY MANUFACTURER.

Accidental Release
Spill Release Procedures:WEAR PROTECTIVE EQUIPMENT. CARE SHOULD BE
EXERCISED TO PREVENT GENERATION OF DUST DURING CLEANUP TO AVOID
SKIN AND EYE CONTACT AND BREATHING OF DUST.
Neutralizing Agent:NONE SPECIFIED BY MANUFACTURER.
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Handling
Handling and Storage Precautions:STORE IN A COOL, DRY, WELL VENTILATED
AREA AWAY FROM SOURCES OF IGNITION. KEEP CONTAINER CLOSED WHEN NOT
IN USE. PROTECT FROM PHYSICAL DAMAGE.
Other Precautions:PROPER REFRACTORY PRACTICES MUST BE FOLLOWED FOR
CURING AND FIRING TO SERVICE TEMPERATURES.

Exposure Controls
Respiratory Protection:IF VENTILATION DOES NOT MAINTAIN INHALATION
EXPOSURES BELOW PEL (TLV), USE NIOSH/MSHA APPROVED RESPIRATOR AS
PER CURRENT 29 CFR 1910.134, INSTRUCTIONS/WARNINGS AND
NIOSH-RESPIRATOR SELECTION.
Ventilation:MECHANICAL (GENERAL) VENTILATION IS USUALLY ADEQUATE.
Protective Gloves:RUBBER GLOVES
Eye Protection:SAFETY GLASSES
Other Protective Equipment:SAFETY SHOWER AND EYE BATH. INDUSTRIAL TYPE
WORK CLOTHING AND APRON AS REQUIRED TO AVOID PROLONGED OR REPEATED
CONTACT.
Work Hygienic Practices:WASH THOROUGHLY AFTER HANDLING AND BEFORE
EATING OR DRINKING. LAUNDER CONTAMINATED CLOTHING BEFORE REUSE.
Supplemental Safety and Health
NONE SPECIFIED BY MANUFACTURER.

Chemical Properties
HCC:N1
Boiling Pt:B.P. Text:NONE
Melt/Freeze Pt:M.P/F.P Text:>2000F
Vapor Pres:NONE
Vapor Density:NONE
Evaporation Rate & Reference:NIL
Solubility in Water:HARDENS WHEN MIXED
Appearance and Odor:GRANULAR VISCUS, BROWN TO WHITE, NO DISTINCT ODOR
Percent Volatiles by Volume:0 %

Stability
Stability Indicator/Materials to Avoid:YES
WATER
Stability Condition to Avoid:AVOID EXPOSURE TO WATER.
Hazardous Decomposition Products:NONE SPECIFIED BY MANUFACTURER.IDE

Disposal
Waste Disposal Methods:DISPOSAL BY ORDINARY LAND FILL IN MODERATE
QUANTITIES AND IN ACCORDANCE WITH LOCAL REGULATIONS. NO SPECIAL
DISPOSAL METHODS REQUIRED.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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