
METADI DIAMOND SUSPENSION,40-6536

MSDS Number
BLBMS

National Stock Number
6850-00N016165

Product Name
METADI DIAMOND SUSPENSION,40-6536

Manufacturer
BUEHLER LTD

Product Identification
Product ID:METADI DIAMOND SUSPENSION,40-6536
MSDS Date:11/08/1989
FSC:6850
NIIN:00N016165
MSDS Number: BLBMS

Responsible Party
BUEHLER LTD 

41 WAUKEGAN RD

LAKE BLUFF , IL 60044 

US 

Emergency Phone: 708-295-6500

Info Phone: 708-295-6500

Preparer: TOM DERAM

Cage: 09410

Contractor
BUEHLER LTD. 

LAKE BLUFF, IL 60044-1687 

US 

847-295-8500

Cage: 09410

Ingredients
NON HAZARDOUS INGREDIENT

Hazards
LD50 LC50 Mixture:NONE SPECIFIED BY MANUFACTURER.
Routes of Entry: Inhalation:YES Skin:YES Ingestion:YES
Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO
Health Hazards Acute and Chronic:INGEST: STOMACH IRRITATION, NAUSEA,
VOMITING, DIARRHEA. EYES: MILD IRRITATION. SKIN: SLIGHT IRRITATION.
INHAL: NASAL & RESPIRATORY IRRITATION.
Explanation of Carcinogenicity:NOT RELEVANT
Effects of Overexposure:NONE SPECIFIED BY MANUFACTURER.
Medical Cond Aggravated by Exposure:IN HUMANS, OVEREXPOSURE CAN CAUSE
LIVER ABNORMALITIES, KIDNEY AND CENTRAL NERVOUS SYSTEM DAMAGE.

First Aid
First Aid:INHAL: REMOVE INDIVIDUAL TO FRESH AIR. EYES: FLUSH THOROUGHLY
WITH CLEAR WATER FOR AT LEAST 15 MINUTES. SKIN: WASH THOROUGHLY.
INGEST: DRINK 2 GLASSES OF WATER, INDUCE VOMITING (IPECAC SYRUP OR
FINGER AT THE BACK OF THROAT), GET MEDICAL ATTENTION IMMEDIATELY!
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FINGER AT THE BACK OF THROAT), GET MEDICAL ATTENTION IMMEDIATELY!

Fire Fighting
Flash Point Method:TCC
Flash Point:>211F,>99C
Lower Limits:2.6%
Upper Limits:12.5%
Extinguishing Media:WATER, CARBON DIOXIDE, DRY CHEMICAL.
Fire Fighting Procedures:NIOSH/MSHA APPROVED SCBA & FULL PROTECTIVE
EQUIPMENT .
Unusual Fire/Explosion Hazard:NONE SPECIFIED BY MANUFACTURER.

Accidental Release
Spill Release Procedures:CLEAN UP SPILL WITH PLAIN WATER.
Neutralizing Agent:NONE SPECIFIED BY MANUFACTURER.

Handling
Handling and Storage Precautions:NONE SPECIFIED BY MANUFACTURER.
Other Precautions:PREVENT INGESTION OF ANY MATERIAL.

Exposure Controls
Respiratory Protection:EXHAUST VENTILATION TO MINIMIZE EXPOSURE TO
SPRAY MIST OF DIAMOND SLURRY. NIOSH/MSHA APPROVED RESPIRATOR FOR
EXPOSURE OF CONCERN .
Ventilation:LOCAL EXHAUST REQUIRED FOR SPRAYING OPERATIONS PRODUCING
MISTS.
Protective Gloves:NONE SPECIFIED BY MANUFACTURER.
Eye Protection:CHEMICAL WORKERS GOGGLES .
Other Protective Equipment:NONE SPECIFIED BY MANUFACTURER.
Work Hygienic Practices:GOOD PERSONAL HYGIENE TO BE FOLLOWED AT ALL
TIMES.
Supplemental Safety and Health
NONE SPECIFIED BY MANUFACTURER.

Chemical Properties
HCC:N1
Boiling Pt:B.P. Text:212F,100C
Vapor Pres:17 @ 20C
Vapor Density:>1
Spec Gravity:>1
Evaporation Rate & Reference:1 (WATER =1)
Solubility in Water:SOLUBLE
Appearance and Odor:MODERATELY THICK, OPAQUE SLURRY - ODORLESS.
Percent Volatiles by Volume:>90

Stability
Stability Indicator/Materials to Avoid:YES
STRONG OXIDIZING AGENTS.
Stability Condition to Avoid:NONE SPECIFIED BY MANUFACTURER.
Hazardous Decomposition Products:CARBON MONOXIDE AND DIOXIDE.

Disposal
Waste Disposal Methods:DISPOSE OF WASTE MATERIAL IN ACCORDANCE WITH
FEDERAL, STATE AND LOCAL REGULATIONS.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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