
HYSOL AC4018, AC4018

MSDS Number
BLLPB

National Stock Number
8030-00N021043

Product Name
HYSOL AC4018, AC4018

Manufacturer
DEXTER CORP

Product Identification
Product ID:HYSOL AC4018, AC4018
MSDS Date:02/10/1989
FSC:8030
NIIN:00N021043
MSDS Number: BLLPB

Responsible Party
DEXTER CORP 

211 FRANKLIN ST

OLEAN , NY 14760-1297 

US 

Emergency Phone: 716-372-6309

Info Phone: 716-372-6309

Preparer: JAMES P HORNBURG

Cage: 57294

Contractor
DIVERSITY WATER TECHNOLOGIES INC 

200

CHAGRIN FALLS, OH 44022 

US 

216-247-5000

Cage: 57294

Ingredients
OF LIQUID INTO THE LUNGS. GET MD.

RTECS: 9999999ZZ

MERCADMIUM RED PIGMENT; (CADMIUM MERCURY SULFIDE)

CAS: 1345-09-1

Fraction By Weight: 40%

OSHA PEL0.1 MG/M3

ACGIH TLV: 0.1 MG/M3

EPOXY RESIN

CAS: 25068-38-6
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RTECS: KC2100000

Fraction By Weight: 60%

DO NOT INDUCE VOMIT. IF VOMIT

RTECS: 9999999ZZ

Hazards
LD50 LC50 Mixture:LD50:(ORAL,RAT) 5000 MG/KG
Routes of Entry: Inhalation:YES Skin:YES Ingestion:YES
Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO
Health Hazards Acute and Chronic:CONTAINS CHROMIUM & MERCURY (MERCADIUM
R) CMPDS. ACGIH SHOWS RPTD & PRLNGD EXPOS TO CADMIUM & MERCURY
CMPDS MAY CAUSE DELAYED EFFECTS INVOLVING RESP, RENAL, AND NERVOUS
SYSTEMS. NOT BELIEVED TO BE ACU TELY TOXIC. (CHRONIC) MAY CAUSE
EFFECTSOF CHRONIC CADMIUM & MERCURY TOXICITY. (SEE EFTS OF
OVEREXPOSURE)
Explanation of Carcinogenicity:NOT RELEVANT
Effects of Overexposure:HLTH HAZ: SKIN: IRRIT ON PRLNGD/RPTD CONT. RPTD
EXPOS MAY CAUSE SKIN SENSIT. EYES: IRRITATING. NOTE: IT IS VERY
UNLIKELY THAT NORMAL WORK OPER W/RESIN, COULD PRODUCE ATMOSPHERIC
EPICHLOROHYDRIN (ECH) CONC APPROACHING OSHA LIMIT. NEVERTHELESS,
YOU SHOULD BE AWARE THAT ECH HAS BEEN RPTD TO PRODUCE (SEE SUPP
DATA)
Medical Cond Aggravated by Exposure:NONE KNOWN.

First Aid
First Aid:EYE: FLUSH W/WATER FOR AT LEAST 15 MIN WHILE HOLDING LIDS
OPEN. CALL MD. SKIN: REMOVE CONTAM CLTHG & SHOES & WIPE OFF EXCESS.
WASH W/SOAP & WATER. DO NOT REUSE CLTHG UNTIL CLEANED. LEATHER
ARTICLES IN CL SHOES CANNOT BE DECONTAM & SHOULD BEDESTROYED IF
IRRIT OCCURS, GET MD. INHAL: REMOVE VICTIM TO FRESH AIR & PROVIDE
OXYGEN IF BRTHG IS DFCLT. GIVE ARTF RESP IF NOT BRTHG. GET MD. (SEE
INGRED 3)

Fire Fighting
Flash Point Method:PMCC
Flash Point:480F,249C
Extinguishing Media:WATER FOG, FOAM, DRY CHEMICAL OR CO2.
Fire Fighting Procedures:WEAR NIOSH/MSHA APPRVD SCBA & FULL PROT EQUIP
. MATL WILL NOT BURN UNLESS PREHEATED. COOL FIRE EXPOSED CONTAINERS
WITH WATER.
Unusual Fire/Explosion Hazard:NOT ESTABLISHED.

Accidental Release
Spill Release Procedures:CLEANUP AND DISPOSAL SHOULD BE IN ACCORDANCE
WITH FEDERAL, STATE AND LOCAL ENVIRONMENTAL CONTROL REGULATIONS.
Neutralizing Agent:NONE SPECIFIED BY MANUFACTURER.

Handling
Handling and Storage Precautions:STORE IN A COOL, DRY PLACE WITH ADEQ
VENT. KEEP AWAY FROM OPEN FLAMES & HIGH TEMPERATURES. HANDLE I/A/W
HAZARD POTENTIAL OF CURING AGENT(S) USED.
Other Precautions:MAY CAUSE IRRITATION. AVOID EYE AND SKIN CONTACT.
SUBJECT TO SARA TITLE III, SEC 313 & CALIF PROP 65.

Exposure Controls
Respiratory Protection:NOT ORDINARILY REQUIRED. IF RESIN IS WARMED OR
HEATED, VAPORS OR MISTS MAY BE PRODUCED. IN SUCH CASES, USE A
NIOSH/MSHA APPROVED RESPIRATOR FOR ORGANIC VAPORS.
Ventilation:LOCAL EXHAUST PREFERRED, MECHANICAL EXHAUST ACCEPTABLE.
Protective Gloves:RUBBER OR PLASTIC.
Eye Protection:CHEM WORK GOGG/FULL LENGTH FACESHLD
Other Protective Equipment:SAFETY SHOWER AND EYEWASH.
Work Hygienic Practices:NONE SPECIFIED BY MANUFACTURER.
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Supplemental Safety and Health
EFTS OF OVEREXP: MUTAGENIC CHANGES IN BACTERIA & CULTURED HUMAN CELLS.

Chemical Properties
HCC:N1
Boiling Pt:B.P. Text:>500F,>260C
Vapor Pres:0
Spec Gravity:1.17
Solubility in Water:INSOLUBLE
Appearance and Odor:NONE SPECIFIED BY MANUFACTURER.
Percent Volatiles by Volume:0

Stability
Stability Indicator/Materials to Avoid:YES
CAN REACT VIGOROUSLY WITH STRONG OXIDIZING AGENTS AND STRONG LEWIS OR
MINERAL ACIDS.
Stability Condition to Avoid:IN REACTIONS WITH MANY CURING AGENTS,
CONSIDERABLE HEAT IS RELEASED.
Hazardous Decomposition Products:CO, ALDEHYDES & ACIDS MAY BE FORMED
DURING COMBUSTION. REACTION WITH SOME CURING AGENTS MAY PRODUCE
CONSIDERABLE HEAT.
Conditions to Avoid Polymerization:STRONG ACIDS, AMINES, MERCAPTANS,
BASES.

Disposal
Waste Disposal Methods:DISPOSAL SHOULD BE IN ACCORDANCE WITH FEDERAL,
STATE AND LOCAL ENVIRONMENTAL CONTROL REGULATIONS.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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