
OB 2/CYCLE

MSDS Number
BMBSL

National Stock Number
9150-00-082-7535

Product Name
OB 2/CYCLE

Manufacturer
VALVOLINE OIL CO SUBSIDIARY OF ASHLAND OIL INC

Product Identification
Product ID:OB 2/CYCLE
MSDS Date:05/31/1989
FSC:9150
NIIN:00-082-7535
MSDS Number: BMBSL

Responsible Party
VALVOLINE OIL CO SUBSIDIARY OF ASHLAND OIL INC. 

200 E MAIN ST

LEXINGTON , KY 40512 

US 

Emergency Phone: 800-ASHLAND(2745263)/FAX 6014290537

Info Phone: 606-264-7000/7616 KAREN SCALES

Cage: 72527

Contractor
VALVOLINE OIL CO 

14000

LEXINGTON, KY 40512 

US 

606-357-7206 / 800-274-5263

Cage: 72527

Ingredients
MINERAL OIL/PETROLEUM DISTILLATES

CAS: 64742-65-0

RTECS: PY8038500

Fraction By Weight: 70 - 85%

OSHA PEL5 MG/M3 AS OIL MIST

ACGIH TLV: 5 MG/M3 AS OIL MIST

STODDARD SOLVENT/ALIPHATIC HYDROCARBONS

CAS: 8052-41-3

RTECS: WJ8925000

Fraction By Weight: 10 - 15%

OSHA PEL500 PPM
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ACGIH TLV: 100 PPM; 9293

Hazards
LD50 LC50 Mixture:LD50 (ORAL RAT) IS NOT AVAILABLE
Routes of Entry: Inhalation:YES Skin:YES Ingestion:NO
Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO
Health Hazards Acute and Chronic:ACUTE-EYE:CAN CAUSE SEVERE
IRRITATION,REDNESS,TEARING,BLURRED VISION.SKIN:PROLONGED/REPEATED
CONTACT CAN CAUSE IRRITATION,DEFATTING,DERMATITIS.INHALE:MAY CAUSE
IRRITATION,DIZZINESS,HEADACHE,COMA & EVE N DEATH.ORAL:CAN CAUSE
IRRITATION,VOMITING & DIARRHEA.ASPIRATION CAN CAUSE CHEMICAL
PNEUMONITIS.CHRONIC-CNS EFFECTS.
Effects of Overexposure:CAN CAUSE SEVERE EYE IRRITATION, REDNESS,
TEARING AND BLURRED VISION. PROLONGED/REPEATED SKIN CONTACT CAN
CAUSE IRRITATION, DEFATTING AND DERMATITIS. INHALATION MAY CAUSE
IRRITATION, DIZZINESS, HEADAC HE, COMA AND EVEN DEATH. ORALLY CAN
CAUSE IRRITATION, VOMITING AND DIARRHEA. ASPIRATION CAN CAUSE
CHEMICAL PNEUMONITIS.
Medical Cond Aggravated by Exposure:PRE-EXISTING SKIN DISORDERS MAY BE
MORE SUSCEPTIBLE TO THIS MATERIAL.

First Aid
First Aid:GET MEDICAL HELP IF SYMPTOMS PERSIST.INHALED:REMOVE TO FRESH
AIR.PROVIDE CPR/OXYGEN IF NEEDED.EYES:FLUSH WITH WATER FOR 15
MINUTES HOLDING EYELIDS OPEN.SKIN:WIPE EXCESS & WASH SKIN WITH SOAP
& WATER.O RAL:DO NOT INDUCE VOMITING:ASPIRATION HAZARD.SEEK MEDICAL
ADVICE.

Fire Fighting
Flash Point:175F,79C
Lower Limits:1.0
Extinguishing Media:CARBON DIOXIDE, FOAM, OR DRY CHEMICAL. WATER OR
FOAM MAY CAUSE FROTHING. NEVER POUR WATER OVER HOT, BURNING OIL.
Fire Fighting Procedures:WEAR FIRE FIGHTING PROTECTIVE EQUIPMENT AND A
FULL FACED SELF CONTAINED BREATHING APPARATUS IN + PRESSURE MODE.
COOL FIRE EXPOSED CONTAINERS WITH WATER SPRAY.
Unusual Fire/Explosion Hazard:NEVER USE WELDING OR CUTTING TORCH ON OR
NEAR DRUM (EVEN EMPTY) BECAUSE PRODUCT CAN IGNITE EXPLOSIVELY.

Accidental Release
Spill Release Procedures:ELIMINATE ALL SOURCES OF IGNITION.STOP
LEAK.DIKE THE SPILLS.USE PUMP TO TRANSFER LARGE SPILLS TO CONTAINER
FOR DISPOSAL.REMAINING LIQUID/SMALL SPILLS CAN BE TAKEN UP ON
SAND,CLAY,EARTH & SHOVELED INTO CONTAINERS.PREVENT RUN-OFF TO
ENTER WATERWAYS.

Handling
Handling and Storage Precautions:STORAGE-STORE IN COOL VENTILATED
PLACE,AWAY FROM HEAT,FLAME & STRONG OXIDANTS.
Other Precautions:"EMPTY" CONTAINERS RETAIN RESIDUE AND CAN BE
DANGEROUS.DO NOT PRESSURIZE,CUT,WELD,BRAZE,SOLDER,DRILL,GRIND OR
EXPOSE SUCH CONTAINERS TO HEAT,FLAME,SPARKS.THEY MAY EXPLODE AND
CAUSE INJURY/DEATH.AVOID REPEATED OR PROLONGED CONTACT WITH SKIN.

Exposure Controls
Respiratory Protection:NON REQUIRED UNDER NORMAL CONDITIONS. IF HIGH
VAPOR OR MIST CONCENTRATIONS EXPECTED, USE CHEMICAL CARTRIDGE
RESPIRATOR OR SUPPLIED AIR RESPIRATORY EQUIPMENT APPROVED FOR
ORGANIC VAPORS AND MISTS.
Ventilation:NONE NORMALLY REQUIRED. LOCAL EXHAUST, IN ADDITION TO
GENERAL VENTILATION WHEN OCCUPATIONAL EXPOSURE LIMIT IS EXCEEDED.
Protective Gloves:OIL IMPERVIOUS (NEOPRENE,NITRILE RUBBER)
Eye Protection:CHEMICAL SPLASH GOGGLES/SAFETY GLASSES
Other Protective Equipment:EYE WASH STATION AND SAFETY SHOWER.
INDUSTRIAL-TYPE WORK CLOTHING AND APRON AS REQUIRED.
Work Hygienic Practices:OBSERVE GOOD PERSONAL HYGIENE PRACTICES AND
RECOMMENDED PROCEDURES. DO NOT WEAR CONTAMINATED CLOTHING OR
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FOOTWEAR.
Supplemental Safety and Health
DO NOT BREATHE VAPORS OR MISTS. MINIMIZE SKIN CONTACT. AVOID EYE
CONTACT. LAUNDER CONTAMINATED CLOTHING AND FOOTWEAR BEFORE RE-USE
OR DISCARD.

Chemical Properties
HCC:V6
Boiling Pt:B.P. Text:318F,159C
Vapor Pres:2 @ 68F
Vapor Density:>1
Spec Gravity:0.861
Evaporation Rate & Reference:Appearance and Odor:BLUE GREEN LIQUID
Percent Volatiles by Volume:10-25

Stability
Stability Indicator/Materials to Avoid:YES
STRONG OXIDIZING AGENTS
Stability Condition to Avoid:EXTREME HEAT, OPEN FLAMES
Hazardous Decomposition Products:SMOKE, FUMES, CARBON MONOXIDE AND
CARBON DIOXIDE MAY FROM.

Disposal
Waste Disposal Methods:PRODUCT IS SUITABLE FOR BURNING IN AN
ENCLOSED,CONTROLLED BURNER FOR FUEL VALUE OR DISPOSAL BY SUPERVISED
INCINERATION. BE SURE YOU ARE IN COMPLIANCE WITH ALL APPLICABLE
FEDERAL, STATE & LOCAL REGULAT IONS. RCRA EMERGENCY NUMBER:
800-424-9346.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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