
KEM BULLETIN COLOR, NON-LEAD COLORS

MSDS Number
BSDGC

National Stock Number
8010-00-961-7837

Product Name
KEM BULLETIN COLOR, NON-LEAD COLORS

Manufacturer
SHERWIN WILLIAMS CO

Product Identification
Product ID:KEM BULLETIN COLOR, NON-LEAD COLORS
MSDS Date:06/02/1988
FSC:8010
NIIN:00-961-7837
MSDS Number: BSDGC

Responsible Party
SHERWIN-WILLIAMS CO 

101 PROSPECT AVE N W

CLEVELAND , OH 44115-1042 

US 

Emergency Phone: 216-566-2917

Info Phone: 216-566-2902

Cage: 54636

Contractor
SHERWIN-WILLIAMS CO THE 

CLEVELAND, OH 44115-1042 

US 

800-251-2486/216-566-2242

Cage: 54636

Ingredients
HYDROTREATED LIGHT PETROLEUM DISTILLATE

CAS: 64742-47-8

Fraction By Weight: 30-45% %

OSHA PEL100 PPM

ACGIH TLV: 100 PPM

TITANIUM DIOXIDE

CAS: 13463-67-7

RTECS: XR2275000

Fraction By Weight: 0-35% %

OSHA PEL10 MG/M3 TDUST

ACGIH TLV: 10 MG/M3 TDUST; 9293

Hazards
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LD50 LC50 Mixture:NOT SPECIFIED BY MANUFACTURER.
Routes of Entry: Inhalation:YES Skin:YES Ingestion:NO
Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO
Health Hazards Acute and Chronic:IRRITATION OF EYES, SKIN AND
RESPIRATORY TRACT. MAY CAUSE NERVOUS SYSTEM DEPRESSION. EXTREME
OVEREXPOSURE MAY RESULT IN UNCONSCIOUSNESS AND POSSIBLY DEATH.
Explanation of Carcinogenicity:THIS COMPOUND CONTAINS NO INGREDIENTS AT
CONCENTRATIONS OF 0.1% OR GREATER THAT ARE CARCINOGENS OR SUSPECT
CARCINOGENS.
Effects of Overexposure:HEADACHE, DIZZINESS, NAUSEA, LOSS OF
COORDINATION, REDNESS/ITCHING/BURNING OF EYES OR SKIN.
Medical Cond Aggravated by Exposure:NONE SPECIFIED BY MANUFACTURER.

First Aid
First Aid:INHALATION: REMOVE FROM EXPOSURE. RESTORE BREATHING. KEEP
WARM AND QUIET. GET MEDICAL ATTENTION. SKIN: WASH AFFECTED AREA
THOROUGHLY WITH SOAP AND WATER. IF IRRITATION PERSISTS, GET MEDICAL
ATTENTION. EYES: FLUSH WITH LARGE AMOUNTS OF WATER FOR 15 MINUTES.
GET MEDICAL ATTENTION.

Fire Fighting
Flash Point Method:PMCC
Flash Point:100F,38C
Lower Limits:1.0 %
Upper Limits:NOT GIVEN
Extinguishing Media:CARBON DIOXIDE, DRY CHEMICAL, FOAM
Fire Fighting Procedures:FIRE FIGHTERS SHOULD USE NIOSH APPROVED SCBA &
FULL PROTECTIVE EQUIPMENT WHEN FIGHTING CHEMICAL FIRE. USE WATER
SPRAY TO COOL NEARBY CONTAINERS EXPOSED TO FIRE.
Unusual Fire/Explosion Hazard:CLOSED CONTAINERS MAY EXPLODE DUE TO
HEAT. OVEREXPOSURE TO DECOMPOSITION PRODUCTS MAY CAUSE A HEALTH
HAZARD.

Accidental Release
Spill Release Procedures:REMOVE ALL SOURCES OF IGNITION. VENTILATE AND
REMOVE WITH INERT MATERIAL.
Neutralizing Agent:NONE SPECIFIED BY MANUFACTURER.

Handling
Handling and Storage Precautions:USE ONLY WITH ADEQUATE VENTILATION.
AVOID BREATHING VAPOR AND SPRAY MIST. AVOID CONTACT WITH SKIN AND
EYES. KEEP AWAY FROM SPARKS AND FLAMES.
Other Precautions:WASTE FROM THIS PRODUCT MAY BE HAZARDOUS UNDER RCRA
AND SHOULD BE TESTED FOR IGNITABILITY.

Exposure Controls
Respiratory Protection:IF VENTILATION DOES NOT MAINTAIN INHALATION
EXOSURES BELOW PEL (TLV), USE NIOSH/MSHA APPROVED RESPIRATOR AS PER
CURRENT 29 CFR 1910.134, INSTRUCTIONS/WARNINGS AND NIOSH RESPIRATOR
SELECTION.
Ventilation:LOCAL EXHAUST PREFERABLE. GENERAL ACCEPTABLE IF EXPOSURE
LIMITS CAN BE MAINTAINED.
Protective Gloves:RECOMMENDED
Eye Protection:SAFETY SPECTACLES W/UNPERFORATED SHIELDS
Other Protective Equipment:NONE SPECIFIED BY MANUFACTURER.
Work Hygienic Practices:WASH WITH SOAP AND WATER AFTER HANDLING PRODUCT
AND BEFORE EATING DRINKING OR SMOKING.
Supplemental Safety and Health
LAUNDER CONTAMINATED CLOTHING BEFORE REUSE. USE APPROVED BONDING AND
GROUNDING PROCEDURES. KEEP CONTAINER CLOSED WHEN NOT IN USE.
TRANSFER ONLY TO APPROVED CONTAINERS WITH COMPLETE AND APPROPRIATE
LAB ELING. DO NOT TAKE INTERNALLY. KEEP OUTOF REACH OF CHILDREN.
INTENTIONAL MISUSE BY DELIBERATELY CINHALING DANGEROUS.

Chemical Properties
HCC:F4
Boiling Pt:B.P. Text:300F,149C
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Melt/Freeze Pt:M.P/F.P Text:NOT GIVEN
Vapor Pres:NOT GIVEN
Vapor Density:> 1
Spec Gravity:.93 - 1.2
Evaporation Rate & Reference:SLOWER THAN ETHER
Solubility in Water:NOT GIVEN
Appearance and Odor:LIGHT BLUE LIQUID, MINERAL SPIRIT ODOR
Percent Volatiles by Volume:51-56%

Stability
Stability Indicator/Materials to Avoid:YES
STRONG OXIDIZING AGENTS
Stability Condition to Avoid:HEAT, ELECTRICAL EQUIPMENT, SPARKS, OPEN
FLAMES
Hazardous Decomposition Products:CARBON DIOXIDE, CARBON MONOXIDE

Disposal
Waste Disposal Methods:PREVENT WASTE FROM CONTAMINATING SURROUNDING
ENVIRONMENT. DISCARD ANY PRODUCT, RESIDUE, DISPOSAL CONTAINER OR
LINER IN ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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