
ARCAIR PROTEX CLEAR 53-014-201

MSDS Number
BXCTG

National Stock Number
8030-00N058250

Product Name
ARCAIR PROTEX CLEAR 53-014-201

Manufacturer
TWECO PRODUCTS INC

Product Identification
Product ID:ARCAIR PROTEX CLEAR 53-014-201
MSDS Date:07/01/1989
FSC:8030
NIIN:00N058250
MSDS Number: BXCTG

Responsible Party
TWECO PRODUCTS INC 

4200 W HARRY ST

WICHITA , KS 67277 

US 

Emergency Phone: 316-942-1421

Info Phone: 316-942-1421

Preparer: OPERATIONS DEPARTMENT

Cage: 89381

Contractor
TWECO PRODUCTS, INC. 

12250

WICHITA, KS 67277 

US 

316-946-8308;316-942-1421

Cage: 89381

Ingredients
NON-HAZARDOUS INGREDIENTS

OSHA PELN/K

ACGIH TLV: N/K

Hazards
LD50 LC50 Mixture:NONE SPECIFIED BY MANUFACTURER.
Routes of Entry: Inhalation:NO Skin:YES Ingestion:NO
Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO
Health Hazards Acute and Chronic:MAY IRRITATE EYES. PROLONGED EXPOSURE
MAY CAUSE HYPERSENSITIVITY.
Explanation of Carcinogenicity:NOT RELEVANT.
Effects of Overexposure:SLIGHT TINGLING SENSATION OF EYES.
Medical Cond Aggravated by Exposure:NONE KNOWN.

First Aid
First Aid:EYES: FLUSH WITH PLENTY OF WATER FOR AT LEAST 15 MINUTES.

https://msdsreport.com/msds/BXCTG







SKIN: WASH WITH SOAP & WATER. INGEST: DRINK LARGE QUANTITIES OF
MILK OR WATER. IF DISCOMFORT PERSISTS, SEEK MED ADVICE. INHAL:
REMOVE TO FRESH AIR. SUPPORT BREATHING (GIVE O*2/ARTF RESP).

Fire Fighting
Extinguishing Media:USE MEDIA SUITABLE FOR SURROUNDING FIRE.
Fire Fighting Procedures:WEAR NIOSH/MSHA APPROVED SCBA & FULL
PROTECTIVE EQUIPMENT.
Unusual Fire/Explosion Hazard:NONE SPECIFIED BY MANUFACTURER.

Accidental Release
Spill Release Procedures:ABSORB OR SCRAPE UP. VACUUM.
Neutralizing Agent:NONE SPECIFIED BY MANUFACTURER.

Handling
Handling and Storage Precautions:MAY CAUSE EYE IRRITATION. KEEP FROM
FREEZING.
Other Precautions:AVOID SPLASHING INTO EYES.

Exposure Controls
Respiratory Protection:RECOMMENDED DURING NORMAL USE. MAY BE REQUIRED
DURING SOME WELDING OPERATIONS. USE NIOSH/MSHA APPROVED RESPIRATOR
APPROPRIATE FOR EXPOSURE OF CONCERN.
Ventilation:NONE SPECIFIED BY MANUFACTURER.
Protective Gloves:BUTYL RUBBER GLOVES.
Eye Protection:ANSI APPRVD CHEM WORKERS GOGGS.
Other Protective Equipment:EMERGENCY EYEWASH & DELUGE SHOWER MEETING
ANSI DESIGN CRITERIA.
Work Hygienic Practices:NORMAL GOOD HYGIENE.
Supplemental Safety and Health
NONE SPECIFIED BY MANUFACTURER.

Chemical Properties
Spec Gravity:1.003
Evaporation Rate & Reference:LESS THAN ETHER
Solubility in Water:SOLUBLE
Appearance and Odor:WHITE LIQUID PASTE, ODOR SIMILAR TO LATEX PAINT.

Stability
Stability Indicator/Materials to Avoid:YES
ALKALINE MATERIAL NEUTRALIZES.
Stability Condition to Avoid:NONE SPECIFIED BY MANUFACTURER.
Hazardous Decomposition Products:FLAME OR WELDING ARC: CO, CO*2,
INCOMPLETE COMBUSTION TRACES.

Disposal
Waste Disposal Methods:OBSERVE GOVERNMENTAL SPILL & WATER QUALITY
REGULATIONS. DISPOSE OF IN ACCORDANCE W/LOCAL, STATE & FEDERAL
REGULATIONS.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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